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Casted contour aluminum 
alloy base given the class 
of its own!

Integrated cable management system

Internal cable management allows cables 
and wires to be routed inside the column 
for clean, clutter-free look.

Double Post design

Two solid extrusion aluminum alloy 
column provides stable and rigid 
support for TV panel.

Standard video tray

The video tray is a standard attachment 
for AVF1800-70-1P. This video tray 
enables to adjust height vertically freely 
within the slot for perfect video 
conference position.

Adjustable screen height

Adjustable screen height from 53” 
to 65” sliding along the aluminum 
main post for perfect viewing level.

Adjustable AV shelf height

This plastic shelf holds AV 
components and accessories up to 
10lbs (4.5 kg).

Swivable caster brake wheels

Carts come with 3” swivable caster brake wheels 
provide you with easy maneuvers to any 
direction and position.

www.northbayouav.com

SPECIFICATIONS

LINE  DIMENSIONSLINE  DIMENSIONS

AV Mobile Cart
NB-131001

Alu  alloy

Materials used

 53″-65″(1350-1650mm)

Height adjustment

55″-80″

TV size

125lbs(56.8kg)

Max load

200*200-800*400mm

VESA pattern

0°

Tilt angles

0°

Swivel angles

Solid extrusion aluminum 
alloy column provides rigid 
and stable support for TV panel!
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